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SBGR - REGULAMENTOS LOCAIS DE AERO-
DROMO/LOCAL AERODROME REGULATIONS

1 Uso das Pistas

Este Suplemento AIP tem como objetivo informar os aeronavegan-
tes sobre as implicagdes previstas ao deslocamento temporario da
cabeceira 10L do Aeroporto de Sdo Paulo/Guarulhos — SBGR devi-
do a execugao de obra para recapeamento da pista 10L/28R. Forne-
ce, ainda, detalhes sobre o tipo de sinalizagéo de cabeceira, distanci-
as declaradas, auxilios visuais e referéncia aos limites deslocados a
serem utilizados temporariamente, o que permitira a continuidade da
operagdo em SBGR.

A orientagdo fornecida neste Suplemento AIP é aplicavel as aerona-
ves destinadas a ou partindo do SBGR e as unidades de Servigo de
Trafego Aéreo.

1.1 DESCRIGAO

A necessidade de obras de manutengao para recapeamento do trecho
da TWY G com a RWY 10L/28R implicara na modificagéo das distan-
cias declaradas da pista 10L/28R:

a) Dias e horérios: A pista 10L/28R, nos dias 27 e 28 de novembro
de 2025, sofrera deslocamento da sua cabeceira 10L diariamente das
0200 as 0959 UTC, conforme figura abaixo:

1 Runway Use

This AIP Supplement aims to inform airmen about the expected im-
plications of the temporary displacement of runway threshold 10L at
Sé&o Paulo/Guarulhos Airport — SBGR, due to resurfacing work on run-
way 10L/28R. It also provides details on the type of threshold marking,
declared distances, visual aids, and references to the temporarily dis-
placed limits to be used, allowing continued operations at SBGR.

The guidance provided in this AIP Supplement applies to aircraft arriv-
ing at or departing from SBGR and to Air Traffic Service units.

1.1 DESCRIPTION

The need for maintenance works to resurface the section connecting
TWY G and RWY 10L/28R will result in modifications to the declared
distances of runway 10L/28R:

a) Days and hours: Runway 10L/28R, on November 27 and 28, 2025,
will have its threshold 10L moved daily from 0200 to 0959 UTC, as
shown in the figure below:
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b) Devido ao deslocamento, as distancias declaradas ser&o alteradas
conforme tabela abaixo:

b) Due to the displacement, the declared distances will be modified as
indicated in the table below:

TORA TODA ASDA LDA
10L 3150M 3150M 3210M NIL
28R NIL NIL NIL 3400M

1.2 AUXILIOS A NAVEGAGAO/APROXIMAGAO e AUXILIOS VISU-
AIS

1.2.1 Operacao Cabeceira 10L

a) Durante o periodo da obra, devido a alteragéo proviséria de cabe-
ceira, apenas serdo permitidas operagdes de decolagens. Os pilotos
serdo orientados pela a TWR a ingressar na pista 10L via TWY H até
a visualizagéo da sinalizagao luminosa e horizontal na lateral esquer-
da da pista. O piloto devera posicionar-se paralelamente a essa sina-
lizacéo, e assim que autorizado pela TWR, iniciar o procedimento de
decolagem.

HAML

1.2 NAVIGATION AIDS/VISUAL AIDS
1.2.1 Runway 10L Operations

a) During the construction period, due to the temporary threshold dis-
placement, only takeoff operations will be permitted. Pilots will be in-
structed by the TWR to enter runway 10L via TWY H until visual con-
tact with the lighting and surface markings on the left side of the run-
way. The pilot must position the aircraft parallel to these markings and,
once authorized by TWR, begin the takeoff procedure.
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b) Para aumento da consciéncia situacional, um painel vertical sera b) To enhance situational awareness, a vertical panel will be installed
instalado antes do acesso da pista 10L pela TWY H, informando a before runway 10L access via TWY H, displaying the available takeoff
distancia disponivel para decolagem. distance.

1.2.2 Operagéo Cabeceira 28R 1.2.2 Runway 28R Operations

Somente serdo permitidas operagdes de pouso com redugdo das dis- Only landing operations will be permitted, with reduced declared dis-
tancias declaradas. A TWY H estara disponivel para saida da aero- tances. TWY H will be available for aircraft exit.

nave.

1.3 DISPOSIGOES FINAIS 1.3 FINAL PROVISIONS

Os critérios e procedimentos descritos neste Suplemento AlIP n&o dis- The criteria and procedures established in this AIP Supplement do not
pensam os pilotos e unidades de cumprirem outras disposi¢des pre- exempt pilots and units from complying with other provisions estab-
vistas na legislagdo em vigor. lished by current legislation.

De 27 de Novembro de 2025, 0200 UTC até 28 de Novembro de 2025, From November 27, 2025, 0200 UTC to November 28, 2025, 0959
0959 UTC. UTC.
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